Fillers for Paints

Detlef Gysau

1  Introduction
1.1  Historical overview
1.2  Filler market
1.3  Definition of fillers and pigments
1.4  Classification of fillers
1.5  References

2  Mineralogy
2.1  Carbonates
2.1.1  Calcium carbonate
2.1.2  Dolomite
2.2  Silicas
2.2.1  Quartz
2.2.2  Cristobalite
2.2.3  Diatomaceous earth or kieselguhr
2.3  Silicates
2.3.1  Talcum
2.3.2  Kaolin
2.3.3  Mica
2.3.4  Feldspar
2.4  Barium sulphate
2.5  References

3  Production of fillers
3.1  Production of natural fillers
3.1.1  Prospecting
3.1.2  Mining
3.1.3  Processing
3.2  Synthetic fillers
3.2.1  Precipitated calcium carbonate
3.2.2  Precipitated barium sulphate
3.2.3  Modified calcium carbonate
3.2.4  Synthetic silicic acids
3.2.4.1  Pyrogenous silicic acids
3.2.4.2  Precipitated silicic acid
3.2.5  Precipitated aluminium silicate
3.3  Surface treatment of fillers
3.4  References

4  Characterisation of fillers
4.1  Filler testing
4.1.1  Optical properties
4.1.1.1  Whiteness
4.1.1.2 Brightness
4.1.1.3 yellowness index
4.1.1.4 Refractive index
4.1.2 Morphology
4.1.2.1 Particle size distribution
4.1.2.2 Specific surface area
4.1.2.3 Oil absorption
4.1.3 Physical properties
4.1.3.1 Density
4.1.3.2 Bulk density
4.1.3.3 Tamped density
4.1.3.4 Volatile matter
4.1.3.5 Mohs hardness
4.1.4 Chemical properties
4.1.4.1 pH-value
4.1.4.2 Water-soluble matter
4.1.4.3 Hydrophobicity
4.2 Filler analytics
4.2.1 Scanning electron microscopy
4.2.2 Spectroscopy
4.2.2.1 Infrared spectroscopy
4.2.2.2 Atomic absorption spectroscopy
4.2.2.3 Optical atomic emission spectroscopy
4.2.2.4 X-ray fluorescence spectroscopy
4.2.3 Chromatography
4.2.3.1 Gas chromatography
4.2.3.2 Ion chromatography
4.2.3.3 Liquid chromatography
4.2.4 Further methods
4.2.4.1 X-ray diffractometry
4.2.4.2 Thermo-gravimetric analysis
4.2.4.3 Titrations
4.3 References

5 Properties of fillers
5.1 Carbonates
5.1.1 Natural calcium carbonate
5.1.2 Precipitated calcium carbonate
5.1.3 Modified calcium carbonate
5.1.4 Dolomite
5.2 Silicates
5.2.1 Talcum
5.2.2 Kaolin
5.2.3 Mica
5.2.4 Feldspar
5.2.5 Precipitated aluminium silicate
5.3 Silicas
5.3.1 Quartz
5.3.2 Cristobalite
5.3.3 Diatomaceous earth
5.3.4 Pyrogenous silicic acid
5.3.5 Precipitated silicic acid
5.4 Barium sulphate
5.4.1 Natural barium sulphate
5.4.2 Precipitated barium sulphate
5.5 Aluminium hydroxide and other mineral fillers
5.6 Organic fillers
5.7 References

6 Applications of fillers
6.1 Importance of fillers in paints and coatings
6.2 Important formulation parameters
6.2.1 Non-volatile matter
6.2.2 Spreading rate
6.2.3 Pigment volume concentration
6.2.4 Critical pigment volume concentration
6.2.5 Pigment/filler loading
6.2.6 Packing density
6.3 Filler influences on coating materials
6.3.1 Dispersibility
6.3.2 Rheology
6.3.3 Wet hiding power
6.3.4 Storage stability
6.4 Filler influences on coatings
6.4.1 Hiding power
6.4.2 Colour properties
6.4.3 Reflectivity
6.4.4 Mechanical properties
6.4.5 Chemical resistance
6.4.6 Outdoor durability
6.5 References

7 Trends
7.1 Nanotechnology
7.2 Forms of delivery
7.3 Sustainability
7.4 References

Examples for guide formulations
List of filler examples
Author
Index